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DESIGNER'S NOTE:
SHOW ON THE DRAWINGS OTHER SPECIFIED AND SPECIAL PIPE
SUPPORTS WHERE REQUIRED.

SEE SPECIFICATIONS

NOTES:

SEE SPECIFER FOR DETAILED HANGER REQUIREMENTS

PROVIDE INSULATION SHIELD
& INSERT FOR ALL PIPING

(200mm [8"] MIN.)

=

ADJUSTABLE CLEVIS HANGER TYPE 1 -

HANGER ROD

INSULATION (VAPOR
BARRIER TYPE IS
REQUIRED FOR LOW

TEMPERATURE PIPE)

PROVIDE HIGH COMPRESSIVE
STRENGTH INSULATION (

INSULATION SHIELD
AT HANGER

9 PSF M.

DENSITY) UNDER INSULATION SHIELD

7

—WELD

SADDLE

ADJUSTABLE CLEVIS HANGER TYPE 43 —

SEE SPECIFICATIONS

15mm [1/2"] DIA.
/HANGER RODS WITH

L )

25mm

BAND

900mm [36”] MAX.
SPACING ON ‘EACH
CHANNEL

SIDE VIEW TRAPEZE HANGER FOR UP TO

453KG [1000 LB.] UNIFORM LOAD

MAXIMUM PIPE/TUBING SUPPORT SPACING
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opE mm 2100 2100 | 2100 | 2700 | 3000 | 3400 | 3700 | 4100 | 4900 | 5200 | 5800 | 6/00 | 7000 | 7600 | 8200 | @00 | 9100 | 9600
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TUBNG mm 1500 1800 | 2100 | 2400 | 2400 | 2700 | 3000 | 3700 [ 400 [ 4100 [ 4900 | - [ - | - | - | - [ - | -
[FT] [5] 6 | [ (8 | @B | (9 (0|00 |4 (6] -] -] -1]-1]-1-=-1-+-

NOTE: FOR TRAPEZE HANGER TAKE SPACING OF SMALLEST SIZE ON TRAPEZE.

@ PIPE HANGERS

43mm [1-5/8"] 12 GAUGE
CHANNEL OR 50x50x6.4mm
[2°X2"X1/4"] ANGLE

PIPE HANGERS
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Veterans Affairs
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