
#
NTS

STEEL EXPANSION SHIELD FOR EXISTING

CONSTRUCTION AND INSERTS FOR NEW

CONSTRICTION THIS TYPE SHALL BE

USED ONLY IN SLABS OR BEAMS OF 4"

[100mm] MIN DEPTH

3/8" [10mm] MIN DIA EXPANSION
BOLTS FOR EXISTING CONSTRUCTION

AND INSERTS FOR NEW CONSTRUCTION

CONCRETE

FLOOR SLAB

CLIP

ANGLE

NUTS & WASHERS

3/8" [10mm] MIN
DIA HANGER RODS

FOR PIPES UNDER 2" [50mm] IN SIZE USE
1 1/2"x1 1/2"x1/4" [40x40x6.4mm] ANGLE.
ALL PIPES  2" [50mm] & LARGER USE
3"x3"x1/4" [75x75x6.4mm] ANGLE

TURNBUCKLE

3/8" [10mm] MIN
DIA HANGER RODS

3/8" [10mm] MIN
DIA INSERTS NEW

CONSTRUCTION ONLY.
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SCALE : 

CADD DETAIL NO. : DATE ISSUED : 

DETAIL TITLE / SECURING HANGER RODS IN CONCRETE

SD230541-05.DWG DECEMBER 2008

NONE


	8.5x11

