
INSULATED DUCT TYPE

SIDE VIEW

NON-INSULATED DUCT TYPE

END VIEW

SIDE VIEW END VIEW

#
FIRE PROTECTION FOR CEILING OUTLETS
NTS

CEILING

CEILING DIFFUSER

OR REGISTER

INSULATION

AS SPECIFIED

CEILING

DUCT

5/8" [18mm]
MINERAL FIBER

CEILING

DUCT

1-1/4" [32mm]
FIRE RESISTANT

DUCT INSULATION

EXTEND FROM

CEILING TO TOP

OF DUCT

[450mm]

WIDTH OR LENGTH WIDTH OR LENGTH

[150mm] [150mm][450mm]

WIDTH OR LENGTH

[150mm] [150mm]

CEILING

CEILING DIFFUSER

OR REGISTER

[150mm]

DESIGNER NOTES:

1.SHOW LOCATION ON FLOOR PLANS

18" MIN.

   COLLAR DIA.

18" MIN.

   COLLAR DIA.

6" MIN.6" MIN.

   COLLAR DIA.

6" MIN. 6" MIN. 6" MIN.

SCALE : 

CADD DETAIL NO. : DATE ISSUED : 

DETAIL TITLE / FIRE PROTECTION FOR CEILING OUTLETS

SD230711-01.DWG DECEMBER 2008
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